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 � Connects computers with DVI-D connectors to analog VGA monitors 
or projectors.

 � Compatible with DDWG DVI standard.
 � Supports up to 1920x1200 video resolution.
 � No external power supply.

Video

 � One female DVI-I dual link input connector.
 • Signal type: single link digital DVI.

 � One male 15-pin HD output connector.
 � Maximum resolution: 1920x1200.
 � HDCP compliant

Dimensions

 � WxDxH: 1.5x3x0.6 in (38x76x15 mm) with 10 in (254 mm) attached 
VGA cable.

Regulatory Approvals

 � CE, RoHS
 � TAA compliant

MTBF

 � 2,691,717 hrs.

Environmental

 � Operating temperature: 32° to 122°F (0° to 50°C)
 � Storage temperature: -4° to 158°F (-20° to 70°C)
 � Operating/storage relative humidity: 10 to 80% non-condensing RH

Cables

 � Includes 6-foot DVI-D single link male to male cable.
 � Includes VGA female to female gender changer.

IPDU-S8 (Front and Back)

Converts Digital DVI Signal to Analog VGA Video

DVI to VGA Converter
VIDEO CONVERTERS

DVI-VGA

Specifications

The DVI to VGA Converter changes your computer’s digital DVI signal 
to analog VGA video. The converter generates all the compatible digital to 
analog conversion signals to make the connection between the DVI-D input 
and the VGA output work.


